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ハイライト

無線ラジオ技術 

• 5 GHz 2x2:2

• 2.4 GHz 2x2:2

無線ラジオモード – SSR 

• 5 GHz / 2.4 GHz - 固定
• 5 GHz / 5 GHz – デュアル5 GHz

高密度環境 

• 	高密度のユーザー環境でも優れたエンド
ユーザーエクスペリエンスを提供

WPA3対応 

• 	最新のWPA3 Wi-Fiセキュリティ標準に
より、ユーザーおよびIoTデバイス用に
堅牢な保護を実現

802.3afで完全に動作 

Cellular Coexistence Filter（CCF） 

• 	セルラー・ネットワークからの干渉の影
響を最小限に抑制

スマート管理
• 	ExtremeCloud™ IQは、強力でシンプル
かつ安全なパブリッククラウドまたはプ
ライベートクラウド管理機能を提供

ExtremeWireless™ AP 305C/CX

貴社のビジネスニーズに合わせて設計 

Extreme Elementsは、特定のビジネス環境、目標、および目的に合わせてネットワークを調整できるようにする
ビルディングブロックです。Extreme Elementsは、組織にとって最も重要な、ポジティブなエクスペリエンスと
ビジネスの成果を実現する自律型ネットワークの作成を可能にします。

Extreme Elementsは、アーキテクチャ、自動化、人工知能を組み合わせることで、ユーザーが必要なものを必要
なときに必要な場所で確実に入手できるようにします。こうした優れたユーザーエクスペリエンスは、適切な要素を
組み合わせてマッチさせることで簡単に提供することができます。

詳細は、https://www.extremenetworks.com/extreme-elements/をご覧ください。

Data Sheet 

ExtremeWireless ™ AP 305C/CX 
内蔵アンテナまたは外付けアンテナのオプションを選べるWi-Fi 6 
(802.11ax) Indoor Access Point 

AP 305C/CXは、2つの内蔵デュアルバンド無線ラジオを備えた新しいシステム
オンチップ（SoC）をベースにした屋内エンタープライズ向けAPで、高効率かつ
ベストバリューのWi-Fi 6を提供します。内蔵アンテナまたは外付けアンテナのい
ずれかを備えたモデルを選択できます。高度な無線技術により、2.4 GHz無線と
5 GHz無線の両方で最大2.4 GBの802.11ax 2x2:2データレートを同時に提供しま
す。これらの2x2:2 APは、屋内および産業環境向けのデュアル5 GHz接続が可能
なソフトウェア選択可能無線（SSR）のExtremeの伝統を継承しています。

エンタープライズグレードのアクセスポイントは、マスマーケット向けの価格に設
定されており、パフォーマンスを犠牲にしたくない予算重視の企業に最適です。

AP 305C/CXは美観設計、手のひらに収まるサイズになっています。どちらのモ
デルも、部分的にリサイクル素材で作られた環境に優しいAPです。また、消費電
力を節約するための内蔵光センサーと内蔵電力計も含まれています*。簡単に設置
できる天井マウントにより、すばやく設置でき、イーサネットケーブルを隠す独自
の方法で見た目に美しい設置が可能です。 

ユーザー、BYODデバイス、IoT、高帯域幅アプリケーション、およびセキュリ
ティの脅威が急激に増加していますが、AP 305C/CXはパフォーマンス、セキュ
リティサービス、優れた洞察が多く得られるML/AI管理機能を組み合わせながら
も、エンタープライズクラスのソリューションをお求めやすい価格で提供します。

*今後のソフトウェアでリリース予定

https://www.extremenetworks.com/extreme-elements/
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安全性 
AP 305C/CXは、最新のWi-Fi Alliance WPA3セキュ
リティ認定への対応をはじめ、最高レベルのセキュリティ
サービスを実現します。さらに、AP 305C/CXは、コン
テキストベースのアクセスセキュリティ、プライベート事
前共有キー（PPSK）などのステートフル L2-L7 DPIファ
イアウォールをサポートします。

Wi-Fi 6テクノロジー 
旧世代の 802.11n、802.11acウェーブ 1および 2は、より速い
速度に重点を置いた世代的改善と見なすことができます。代わ
りに 802.11axテクノロジーはWi-Fi効率と速度を向上させ、
Wi-Fiネットワークをまったく新しいレベルに引き上げます。
802.11axの詳細については、次のリンクを参照してください：
https://www.extremenetworks.com/are-you-ready-
for-802-11ax

プログラム可能無線ラジオ 
Extremeは、業界初のソフトウェア定義 802.11axアクセ
スポイントを発売しました。これは、デュアル 5 GHz機
能だけでなく、無線ラジオを最適に管理して最高レベルの
クライアントパフォーマンスを提供する 2つのソフトウェ
アプログラム可能モードもサポートしています。ソフトウ
ェア構成可能な無線ラジオの AP 305C/CXインテリジェン
ト監視により、ネットワーク管理者はユーザー環境に基づ
いてネットワーク RFテクノロジーを構成し、必要に応じ
てさまざまなモードでアクセスポイントを構成できます。

管理分析
Extreme管理システムと連携して、クラウドまたはオンプ
レミスでは、AP 305C/CXは、履歴データまたは履歴データと
現在のデータの組み合わせを表す、コンテキスト駆動型ウィジ
ェットを介して表示される非常に豊富なデータセットを提
供します。これにより、場所、ネットワーク、AP、個々の
クライアントデバイス、およびポリシーの役割のパースペ
クティブビューでコンテキスト固有のきめ細やかな設定変
更が可能です。各コンテキストで、管理者はウィジェット
ライブラリを作成するダッシュボードを調整できます。

RFモニタリング 
ネットワーク管理者は今後、AI/MLのような機能を備え
た Adaptive RF管理により、Wi-Fiネットワーク用の強
力な RF管理の選択肢を高く評価するようになるでしょ
う。Adaptive RFアルゴリズムは、障害のないデュアル 5
GHz動作に最適なチャネルと送信電力をインテリジェント
に提供します。負荷分散、バンドステアリングおよびその
他多数の RF属性をすべて自動化することができます。

内蔵 BLEポートおよび USBポート 
IoTサービスと顧客エンゲージメントサービスの両方をサ
ポートするために、AP 305C/CXはBluetoothを統合して、
ワイヤレスで IoTデバイスに接続したり、Apple iBeacon
で顧客ロイヤリティを高めたりします。エンタープライズ
は、買い物客、ゲスト、会議参加者に広告を直接送信する
ために、API駆動のアプリケーションを使用することがで
きます。これにより、企業はアプリダウンロードページ、
キャプティブポータル、またはサイト固有の情報の宣伝を
最適化します。
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Radio Specifications

Max Users
• SSID per Radio/Total: 8/16
• Users per Radio/total: 512/1024

802.11a
• 5.150–5.850 GHz Operating Frequency
• Orthogonal Frequency Division Multiplexing (OFDM) Modulation
• Rates (Mbps): 54, 48, 36, 24, 18, 12, 9, 6 w/ auto fallback

802.11b
• 2.4–2.5 GHz Operating Frequency
• Direct-Sequence Spread-Spectrum (DSSS) Modulation
• Rates (Mbps): 11, 5.5, 2, 1 w/ auto fallback

802.11g
• 2.4–2.5 GHz Operating Frequency
• Orthogonal Frequency Division Multiplexing (OFDM) Modulation
• Rates (Mbps): 54, 48, 36, 24, 18, 12, 9, 6 w/ auto fallback

802.11n
• 2.4–2.5 GHz & 5.150–5.850 GHz Operating Frequency
• 802.11n Modulation
• Rates (Mbps): MCS0 - MCS15 (6.5MBps - 300Mbps)
• 2x2 Multiple-In, Multiple-Out (MIMO) Radio
• HT20 High-Throughput (HT) Support (for both 2.4 GHz and 5 GHz)
• HT40 High-Throughput (HT) Support for 5 GHz
• A-MPDU and A-MSDU Frame Aggregation

802.11ac
• 5.150–5.850 GHz Operating Frequency
• 802.11ac Modulation (256-QAM)
• Rates (Mbps): MCS0–MCS9 (6.5Mbps – 867Mbps), NSS = 1-2.
• 2x2:2 Stream Multiple-In, Multiple-Out (MIMO) Radio
• VHT20/VHT40/VHT80 support
• TxBF (Transmit Beamforming)

802.11ax 
• 2.4–2.5 GHz & 5.150–5.850 GHz Operating Frequency
• 802.11ax Modulation (1024-QAM)
• Dual-band OFDMA
• Rates (Mbps):

• 5G: HE0-HE11 (8 Mbps – 1200 Mbps).

• 2.4G: HE0-HE11 (8 Mbps – 574 Mbps).
• 2x2:2 Stream Multiple-In, Multiple-Out (MIMO) Radio
• HE20/HE40/HE80 support for 5 GHz
• HE20 support for 2.4 GHz
• DL SU-MIMO and MU-MIMO
• TxBF (Transmit Beamforming)

BLE 5 Radio Bluetooth® Low Energy (BLE)

Interfaces
• (1) Autosensing 10/100/1000 BASE-T Ethernet PoE (Power over Ethernet

802.3af) Port
• USB2.0, Type A 5V, 0.9A

USB power <= 500 mA - 802.3af
USB power > 500 mA - 802.3at

Power Options
• Power Draw: Typical: 9.98 W; Max: 11.28 W (w/o USB)

Typical: 14.98 W; Max: 16.28 W (w/ USB)

• 802.3af Power over Ethernet (PoE) capable Gigabit Ethernet port (RJ-45
power input pins: Wires 4,5,7,8 or 1,2,3,6)

• Support 802.3af/802.3at Power over Ethernet injector

Power Specifications
• IEEE 802.3af PoE Power

Physical
• AP 305C: 5.2" x 5.2" x 1.5" (133mm x 133mm x 37mm)
• AP 305CX: 5.8" x 5.8" x 1.5" (147mm x 147mm x 39mm)
• AP 305C and AP 305CX: .9 lbs (.4kg)
• TPM Chip

Antennas
AP305C - Internal Antennas 

• (3) Integrated dual band 2.4/5GHz omnidirectional antennas
• (1) Integrated single band 5GHz omnidirectional antenna

AP305CX - External Antennas

• (4) external omnidirectional 2.4/5 GHz dual band antennas
(RP SMA connectors)

Mounting
• AP support 15/16 flush ceiling tile and is integrated to AP

• Wall Mount sold as an accessory

• Ceiling Tile Recessed 15/16" sold as an accessory

• Built-in slot for Kensington type locks

Environmental
• Operating: 0 to 40 °C, Storage: -40 to 70 °C
• Humidity: 10% to 95% (non-condensing)

Environmental Discharge
• +/-8 kV (contact discharge)/ +/-15 kV (Air Discharge)

Environmental Compliance
• UL2043 - Plenum Rated

Regulatory Compliance
Product Safety Certifications

• IEC 62368/60950-1, EN 62368/60950-1, USA 62368/60950-1, AS/NZS
62368/60950.1

• RoHS Directive 2011/65/EU

Radio Approvals
• FCC CFR 47 Part 15, Class B
• ICES-003, Class B
• FCC Subpart C 15.247
• FCC Subpart E 15.407
• RSS247
• AS/NZS4268 + CISPR32

Power Options
• EN 55011, (Group 1, Class B)
• EN 55024
• EN 60601-1-2
• EN 61000-3-2
• EN 61000-3-3

Radio 0 Radio 1 IoT

Dual Band 2.4 Ghz 2.67dBi 5 Ghz 3.75dBi 2.7dBi

Dual 5Ghz 5 Ghz  3.97dBi 5 Ghz 3.75dBi 2.7dBi

• IEC/EN 60601-1-2,
• EN 62311
• EN 50385
• EN 301 489-1
• EN 301 489-17
• EN 55032, (Class B)

• EN 300 328
• EN 301 893
• EN 300 440
• EN 50581

製品仕様 

ピークアンテナゲイン 
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Power - 2.4 GHz

Channel  Data Rate  Power (dBm) 

11b 1 - 11 Mbps  18

11g
6 Mbps  18

54 Mbps  17

11n HT20 MCS0, 7 18, 14

11n HT40 MCS0, 7 18, 14

11ac HT20 MCS0, 8 18, 13

11ac HT40 MCS0, 9 18, 12

11ax HE20 HE0, 11  18, 11

11ax HE40 HE0, 11  18, 11

Power - 5 GHz

Channel  Data Rate  Power (dBm) 

11a 
6 Mbps  18

54 Mbps  16

11n HT20  MCS0, 7 18, 15

11n HT40  MCS0, 7 18, 15

11ac VHT20  MCS0, 8 18, 14

11ac VHT40  MCS0, 9 18, 13

11ac VHT80  MCS0, 9 18, 13

11ax HE20 HE0, 11  18, 13

11ax HE40 HE0, 11  18, 13

11ax HE80 HE0, 11  18, 13

Receive Sensitivity – 2.4 GHz

Channel  Data Rate  Power (dBm) 

11b 1 - 11 Mbps  -95, -88

11g
6 Mbps  -91

54 Mbps  -74

11n HT20 MCS0, 7 -91, -71

11n HT40 MCS0, 7 -88, -69

11ac HT20 MCS0, 8 -90, -61

11ac HT40 MCS0, 9 -88, -58

11ax HE20 HE0, 11  -90, -61

11ax HE40 HE0, 11  -88, -58

Receive Sensitivity – 5 GHz

Channel  Data Rate  Power (dBm) 

11a 
6 Mbps  -92

54 Mbps  -74

11n HT20  MCS0, 7 -90, -72

11n HT40  MCS0, 7 -88, -69

11ac VHT20  MCS0, 8 -90, -68

11ac VHT40  MCS0, 9 -88, -63

11ac VHT80  MCS0, 9 -85, -58

11ax HE20 HE0, 11  -88, -59

11ax HE40 HE0, 11  -87, -57

11ax HE80 HE0, 11  -85, -54

Maximum EIRP may vary based upon deployed country

電力および感度テーブル 
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Elevation – 2.4 GHz

Elevation – 5 GHz

Azimuth – 2.4 GHz

Azimuth – 5 GHz

放射パターン – 方位高度 



http://www.extremenetworks.com/contact        

6

AP 305C and AP 305CX 

MKT Product SKU Description

AP 305C-FCC
ExtremeCloud IQ: Indoor WiFi6 AP, 2x2 radios with Dual 5GHz and 1x1GbE port. Integrated light/power sensors and BLE. 
AI/ML green mode. Internal antennas. Built-in ceiling mounts. Includes Connect. Domain: US

AP 305C-CAN
ExtremeCloud IQ: Indoor WiFi6 AP, 2x2 radios with Dual 5GHz and 1x1GbE port. Integrated light/power sensors and BLE. 
AI/ML green mode. Internal antennas. Built-in ceiling mounts. Includes Connect. Domain: Canada

AP 305C-WR
ExtremeCloud IQ: Indoor WiFi6 AP, 2x2 radios with Dual 5GHz and 1x1GbE port. Integrated light/power sensors and BLE. 
AI/ML green mode. Internal antennas. Built-in ceiling mounts. Includes Connect. Domain: EMEA, Rest of World

AP 305CX-FCC
ExtremeCloud IQ: Indoor WiFi6 AP, 2x2 radios with Dual 5GHz and 1x1GbE port. Integrated light/power sensors and BLE. 
AI/ML green mode. External antennas. Built-in ceiling mounts. Includes Connect. Domain: US

AP 305CX-CAN
ExtremeCloud IQ: Indoor WiFi6 AP, 2x2 radios with Dual 5GHz and 1x1GbE port. Integrated light/power sensors and BLE. 
AI/ML green mode. External antennas. Built-in ceiling mounts. Includes Connect. Domain: Canada

AP 305CX-WR
ExtremeCloud IQ: Indoor WiFi6 AP, 2x2 radios with Dual 5GHz and 1x1GbE port. Integrated light/power sensors and BLE. 
AI/ML green mode. External antennas. Built-in ceiling mounts. Includes Connect. Domain: EMEA, Rest of World

Accessories
Note: Two clips designed into the underside of the AP unit that will accommodate a 15/16 type ceiling tile rail system. 

Other mounting accessories see below. Mounting descriptions are detail in the Hardware User's Guide 

MKT Product SKU Descriptions

Antennas

AH-ACC-ANT-AX-KT (x8 per pack) Articulated indoor antenna kit (8 x Dual Band 5dBi antennas)

ML-2452-APA2-02 Dipole Omni, 3.2/4.9 dBi, White (need 4 for AP305CX)

Mounting Accessories

AH-ACC-BKT-AX-IL (x1 per) Mounting bracket for Interlude ceilings

AH-ACC-BKT-AX-SL (x1 per) Mounting bracket for Silhouette 1/8" and Silhouette 1/4" ceilings

AH-ACC-BKT-AX-TB (x1 per) Mounting bracket for Prelude 15/16" and Suprafine 9/16" ceilings

AH-ACC-BKT-AX-WL (x1 per) Mounting bracket for direct-to-wall installations

Power Accessories

PD-3501G-ENT Single port 802.3af compliant midspan

AH-ACC-PW-CBL-US 6ft 18 AWG universal power cord with US plug

AH-ACC-PW-CBL-UK 6ft universal power cord with UK plug

AH-ACC-PW-CBL-EU 6ft universal power cord with EU plug

AH-ACC-PW-CBL-AU 6ft universal power cord with AU plug

AH-ACC-PW-CBL-JP 6ft universal power cord with Japan plug

AH-ACC-PW-CBL-KR 6ft universal power cord with Korea plug
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